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	CCC非标准规格标志印刷模压申请表
Application Form for Printing/Pressing

Irregular-Size CCC Mark

	申请人

Applicant
	

	生产厂

Factory
	

	工厂代码
Factory Code
	
	CCC证书份数

Quantity of CCC Certificates
	

	CCC证书编号

Certificate No.
	

	产品名称
Name of Product
	

	产品型号
Model
	

	汇款人名称

Remitter name
	

	如需开具增值税专用发票，请填写以下内容并确保真实准确。(全是必填项)

	开发票信息
	付款人名称
	

	
	纳税人识别号
	

	
	地址
	
	电话
	

	
	开户行及账号
	

	联系人

Contact Person
	
	电话Tel
	

	
	
	传真Fax
	

	
	
	邮箱E-mail
	

	邮寄地址

Postal Address
	
	邮政编码

Postal code
	


	标志制作方式

The Way of
Mark Processing
	□印刷Printed
□模压Pressed
□模制Molded
□丝印Screen-printed
	□喷漆Painted
□蚀刻Etched
□雕刻Carved
□其它Other Process  　　 _

	标志加施位置

Mark Position
	□铭牌Nameplate   □本体Body    □包装Packing

	C  CCC标志颜色 

Color of CCC mark
	
	C  CCC标志外环长直径

Long diameter of CCC

Mark outer ring
	

	整体设计图Integrated design drawing on affixing position

	

	设计图对应的CCC证书编号

Applicable for the following CCC Certificate(s)

	

	公司盖章和

授权人签字

Seal & Signature

	日期Date:     年Y　  月M　  日D


CCC非标准规格标志印刷模压申请表填写指南

1.申请人：应按照CCC认证证书中委托人（或申请人）的名称填写。
2.生产厂：应按照CCC认证证书中生产企业名称填写。
3.工厂代码：由认证机构发放，一般在CCC证书生产厂后标注。若未标注，应咨询认证机构。
4.产品名称及型号：应按照CCC认证证书中产品名称及型号填写。

5.制作方式：申请使用CCC标志的制作方式。 
6.标志加施位置：CCC非标准规格标志的体现位置，例如本体，铭牌，包装等。 
7. CCC非标准规格标志尺寸应按CCC标准规格标志尺寸成比例缩放（比例为8:6.3）。 
8.整体设计图：应含有CCC标志，通常还包含产品型号等。
9.国内开具增值税专用发票信息的企业，应确保信息真实准确。如有错误，后果自负。

10.设计图对应的CCC证书编号：整体设计图所适用的《中国强制性产品认证证书》编号。 
提示：

1.如代理机构进行申购（非证书申请人或生产厂），还需提供CCC证书申请人或生产厂加盖公章的委托书原件，须有授权人签字。
2.以下产品需要标注工厂代码：机动车辆、汽车行驶记录仪、车身反光标识、电线电缆、机动车辆轮胎、安全玻璃、玩具、安全技术防范产品。

3.若整体设计图在表中无法完整体现，应单独提供设计图。 

4.相同申请人、生产厂及工厂代码、标志加施方式、加施位置，可填一份申请表。 
How to fill 
1. Applicant: Please keep in accordance with CCC Certificate. 

2. Factory: Please keep in accordance with CCC Certificate.
3. Factory code: Issued by certification body, please keep in accordance with CCC Certificate.
4. Product name and model: The name and model of product showed on the CCC certificate.
5. The way of Mark processing: In which ways the Irregular-size CCC Mark be added (such as: Pressed, molded, and screen-printed).
6. Mark position: Please indicate where to place the CCC Mark. Position can be in the nameplate, product body or packing.
7. The Irregular-size CCC Mark must be in proportional line to the Standard-size (the proportion of length and height of CCC mark is 8:6.3).
8. Integrated design drawing on affixing position: Integrated design drawing should contain Irregular-size CCC Mark, and product models etc. 
9. All the information provided should be accurate and true. Enterprises must bear the consequences of any fault, especially in applying domestic special VAT invoices.
10. Applicable for following Certificate(s): Corresponding CCC Certificate(s) number for above mentioned whole design.  
Note: 
1. The authorization letter with signature and enterprise seal by the applicant or factory is necessary in case of the application made via an entrusted agent.

2. Additional factory code should be affixed into the figure for following products: motor vehicles, vehicle travelling data recorder, retro-reflective markings of vehicles, electrical wires & cables, motor vehicle tyres, safety glasses,  toys, detectors for intruder alarm systems.
3. The integrated design drawing could be attached if necessary.
4. Companies may use one application form if the products have the same applicant, factory & factory code, Mark position, the way of Mark processing.
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